a fixed-bed continuous column with investigated three parameters, namely a bed height (2-6 cm), initial MG concentration (10-30 mgL -1 ) and a process flow rate (0.8-1.6 mL min
Introduction
Dye wastewater from the textile and dyestuff industries remains the most difficult wastewater to treat due to the intricate aromatic molecular structure of industrial dyes, which makes a challenging to biodegrade [1] . Even at low concentrations, dye pollutant concentrations can be extremely harmful to aquatic ecosystems [2] . The basic dyes (cationic dyes) are regarded as a highly problematic class of dyes with respect to the environment. Dyes commonly found in industrial effluents are mutagenic, allergenic, carcinogenic, toxic, and/or resistant to natural biological degradation [3] . Methyl green (MG) [C 27 H 35 BrClN 3 ZnCl 2 ] is a basic triphenylmethane-type dicationic dye that is widely utilized to change solution color in biology and medicine while serving as a photochromophore for exciting coagulated films [4] . The molecular structure of this dye is depicted in Figure 1 .
Different dye elimination modes were developed to limit their impact in the environment, including ozonation, ion exchange, precipitation, coagulation-flocculation, microbial decomposition, photo-catalytic decolonization, sonochemical, filtration and membrane separation, liquid-liquid extraction, wet air oxidation, electrochemical methods and adsorption [5, 6] . However, adsorption is favored by the industrial processes due to its practicality and design simplicity, low cost, insensitivity to toxic materials, processing efficiency, and feasibility at very low concentrations [6, 7, 8] . Mesoporous materials with superior porous functionalities are provided by a uniform pore size, a wide surface area, and connectivity, have found many applications, such as in purification [9] , catalysis [10, 11] , drug delivery [12, 13, 14] , humidity control [15, 16] , heavy metals adsorption [17] and separation processes [18] , but are also increasingly being used to treat the dyes found in wastewater effluents [19, 20, 21, 22, 23] . Batch investigations based on an adsorbent use were typically adopted to evaluate the adsorbate removal capacity and serve as a benchmark for determining the effectiveness for removing different adsorbates. In most industries, continuous fixed-bed adsorption columns were employed for dye-containing wastewater processing [24] . As this type of column acts in a dynamic state, the flow state (hydrodynamics) within the column exerts a significant influence on the downstream flow performance [25] . Empirical evidence indicates that columns are more applicable than batch-based designs because they ensure continuous flow over a fixed bed by increasing the capacity counter to the batch form of the treatment, where the gradient of concentration between the adsorbent and adsorbate declines over time [26] . Moreover, the results obtained from batch investigations are commonly not suitable for methods of the remediation since the contact time in the batch operation is not sufficiently long enough to achieve the equilibrium in continuous flow processes. Nevertheless, according to the literature, no studies have evaluated the removal of MG dye pollutants from the surface of MCM-41 in a fixed-bed column.
In this work, mesoporous silica MCM-41 was employed as an efficient adsorbent to remove MG dye pollutants from synthetic wastewater in a fixed-bed column for the first time. Furthermore, this study examines effects of the operational conditions such as a bed height, initial MG dye concentration and a flow rate on fixed-bed column dynamics. Kinetics models of the adsorption process in a fixed-bed column were performed using Thomas and Yoon approximations.
Materials and chemicals

Chemicals
MG (C 27 H 35 BrClN 3 ZnCl 2 ), cetyltrimethyl ammonium bromide (CTAB, 99%), tetraethyl orthosilicate (TEOS, 98%), sodium hydroxide (NaOH), ethanol (EtOH, 99%) and citric acid (C 6 H 8 O 7 ) were purchased from Sigma Aldrich and used as received.
Preparation and characterization of MCM-41
The preparation procedure involves dissolving 0.34 g of sodium hydroxide and 1.01 g of cetyltrimethyl ammonium bromide in 30 mL distilled water. Then, the solution was left for 1 h with constant mixing at room temperature. Under static hydrothermal conditions, the prepared solution was blended for four days at 110 C in a batch autocleaved reactor, The resulting material was filtered, washed with distilled water and ethanol, and left to dry in air at 25 C [27] . Then, the powder was air-calcined at 823 K for 6 h in a furnace [Type: 1100 C 64 L, Origin: Italy] to remove the surfactant and template and then to obtain a white powder of MCM-41 [28] . Characterizations were also performed on the adsorbent in our previous study [22] .
Adsorption of fixed-bed column
Fixed-bed column experiments were performed using a cylindrical tube (ID 0.7 cm and H 35 cm) made from glass as shown in Figure 2 . The column was filled with different heights of MCM-41 and held in a position from below with glass wool. During the operation of the continuous adsorption, a blend consisting of MG was first compressed by pumping upward from a beaker through the top of the column using a peristaltic pump (type BT100-1F Hebei, China) while specimens were obtained from the bottom of the column at specific time intervals. The effect of different bed heights of 2, 4, and 6 cm, initial MG dye concentration of 10, 20, and 30 mg/L, and influent flow rates of 0.8, 1.2, and 1.6 mL/min on breakthrough curves (BTCs) were studied at a pH of 6 and 25
C. The UV-Vis spectrophotometer (Type: U.V-1100, Origin: China) was employed for estimating the MG dye concentration in the outlet specimens at a consistent period while Thomas and Yoon models were employed for analyzing the BTCs and estimating constants.
Adsorption models in a fixed-bed column
The total percentage removal of the adsorbate can be determined from the ratio of the total mass of adsorbate (q total ) to the total quantity of the adsorbate that was compressed in the bed (m total ) [8] .
The adsorbate uptake total mass (q total , mg) was determined from: ). The adsorbate total quantity (mg) that passed during the column was estimated from Eq. (3) [29] :
Where t e is the time of exhaustion and the needed time to reach the exhaustion point within 1 min t e is obtained, whereas the concentration of the MG solution in the effluent comes up with (95%) of the concentration at the inlet. The mass transfer zone (MTZ) length depends upon the adsorption rate and the flow rate of influent. The length of MTZ can be calculated as follow:
Where L is the height of the bed (cm), and t b is the time (min) that is desired to reach the breakthrough point. The time of breakthrough t b is computed, whereas the concentration of MG in the effluent feed C e goes beyond approximately 5% of the concentration of the influent solution C i ; which indicates that the time of the fixed-bed column is still valid. The Thomas model is a highly general model used to predict the BTCs and explains the performance of the fixed-bed column. It is derived depending upon second-order kinetics and assumed that the sorption is not confined due to the chemical reaction, but instead, it is dominated via the mass transfer at the interface and the chemical reaction [30, 31] . The linearized representation of the Thomas model for the adsorption of the fixed bed is assigned in this equation [32] :
Where K th is the rate constants for the Thomas model kinetic adsorption (mL.mg
À1
. min À1 ), q th is the adsorption overall capacity calculated via the Thomas model (mg/g), where ðtÞ is the time in (min). Thomas constants ðK th and q th ) are estimated employing nonlinear regression via drawing ln
Ci
Ce À1 against ðtÞ.
The Yoon-Nelson model is less complex, as it does not rely on an explanation of the data regarding the adsorbent nature, the adsorption physical factors bed, and adsorbate characteristics [33] . The linear formula is expressed as [34] : Percent ErrorðεÞ ¼ ½experimental value À theoretical value theoretical value x100% (7)
Regeneration of MCM-41
The processes involved in column regeneration were investigated beyond the tests of the adsorption were conducted at a 4 cm bed height, a 0.8 mL min À1 flow rate, and MG concentration of 20 mg. L
À1
. When the experiments of adsorption were completed, the column bed had reached saturation. Thereafter, MCM-41 adsorbent was disintegrated for regenerating via shaking in 0.1 M NaOH solution, followed by centrifugation, washing, and drying at (70 C), and reutilized again in the adsorption test (i.e., four cycles).
Results and discussions
Effect of fixed bed height
The breakthrough curves were acquired from the adsorption of the MG dye upon MCM-41 at different heights of bed heights (2, 4 and 6 cm) with an initial MG concentration of 20 mg/L of dye and a 0.8 ml/min flow rate, as presented in Figure 3 . It is noticed that the time to reach breakthrough rose as the height of bed increased, the percentage of the dye removal increased from 41.17 to 49.57% if the height of bed was increased from 2 to 6 cm, this behavior was confirmed by [29] . The BTC shape noted for the 2 cm height of the bed was more upright than that for bed heights of 4 and 6 cm due to the shorter MTZ mass transfer region formed in the column. If the bed height was reduced, the adsorbent load in the column decreased, thus a smaller capacity of the bed for adsorbing the dye from the solution was the result, and the adsorption rate developed more quickly. Over time, the sorbent material became saturated and as a result, the dye concentration in the effluent solution increased [35] .
By increasing the height of the bed, a number of active sites which the dye was connected to were increased by expanding the surface area of the absorbent [36, 37] . The spread of the contaminant and a capacity of the sorbent material enhanced the dye removal by increasing the height of the bed, and thus, it was able to manage more quantities and volumes of wastewater and better removal efficiency. Such notice was promoted by other investigators [38, 39] .
Initial concentration effect
In many cases, the process of diffusion depends on the concentration [40] , so the initial dye concentration was determined to be more significant variable in the absorption process. Figure 4 depicts the influence of the initial concentration of the MG dye on the BTC at a fixed flow rate of 0.8 mL/min and a bed height of 4 cm. At the lower concentration, breakthrough curves were disbanded and occurred more slowly where the coefficient of the mass transfer was less due to the delaying phenomena of transport [41] . The gradient of concentration is the driving force for the operation of the mass transfer. Therefore, the higher initial dye concentration and high rates of the dye charging resulted in enhanced performance. The same kind of the behavior was obtained from [42] .
The treated volume grew with the reduced concentration of the MG dye, and hence the BTCs shifted to the right [42] . If the concentration of the MG dye was greater, the BTC pattern approximately sloped more sharply, supplying a lower time of the breakthrough since the process of diffusion frequently relied upon the concentration. The elongated BTC was achieved by the reduced initial concentration of the MG dye due to the lower gradient of the concentration causing quieter transportation [43] . Accessible vacant sites of adsorbent were quickly packed at highly initial concentration of MG. Consequently, the time required for the breakthrough decreased. 
Effect of initial flow rate
The effect of flow rate of MG dye adsorption on MCM-41 was examined by varying the flow rate (0.8, 1.2, and 1.6 ml/min), whereas the initial concentration of the MG dye and the height of the bed were held constant at 20 mg/L and 4 cm, correspondingly. Figure 5 depicts the relationship between the normalized concentration of the dye Ce Ci and time (min) at different flow rates. The speedy taking place of BTC was noted at greater flow rates due to, at the low rate of inlet dye solution, the fact that the MCM-41 has too much contact time with the dye that yielded a greater MG removal in the column [44] . As velocity developed, the MG dye eluted rapidly, and the rate of mass transfer increased, which increased the adsorption rate. Thus, the breakthrough times were achieved at higher rates of the flow [45] .
The time of the breakthrough decreased from 1530 to 630 min when the rate of the flow increased from 0.8 to 1.6 mL/min as displayed in Table 1 . The decrease in the solution residence time effects at low contact times between the adsorbent and solution. Therefore, equilibrium could not be attained while the lower flow rates cause a high residence time in the column [46] . Table 2 , the high value of the linear regression coefficient (R 2 > 0.9) demonstrated agreement that such a model fits properly with data of the experiments. In any event, the qe estimated magnitudes were near to those values of the experiment under different experimental conditions. In addition, it was noted from Table 2 that the lower (k Th ) value and the greater (qe) value were determined as the initial the MG dye concentration and bed height increased, the same results were obtained from [3, 47, 48] , owing to the dye concentration gradient between the liquid phase and solid one, which behaved as a driving force for the adsorption. Consequently, the proper column performance required the greater initial concentration of the MG dye, which was determined to be the driving force. When the flow rate was increased, the (qe) magnitude vigorously declined, and (k Th ) increased. When the depth of the bed was increased, the (k Th ) decreased, but qe increased. Thus, the higher initial concentration of MG dye, the higher depth of the bed, and the lower flow were preferable for MG adsorption in the MCM-41 column [49, 50] . the percentage error between the experimental and theoretical values are shown in Table 2 . ). It was noted that the greater (k YN ) magnitude was obtained when both the initial MG dye concentration and flow rate were higher, but the magnitude decreased with the greater bed height, and the same results were observed by [51] . In addition, the (τ) value decreased with an increase in the flow rate and initial concentration of the MG dye, but increased when the height of bed was increased due to the increase of the MG initial concentration increased the rivalry among the dye molecules for the adsorption location, which eventually yielded a greater rate of uptake [52] .
Yoon-Nelson model
MCM-41 fixed-bed regeneration
The explanation and results of the process are significant based on the ability to determine the number of times the adsorbent, which has the potential to greatly decreases the cost of the process and the capacity to restore the adsorbent. Table 3 and Figure 8 present the results. One can observe from such a figure that the time of breakthrough was decreased from 2730 to 1050 min, and the capacity of adsorption lowered beyond every cycle because of the active sites' gradual decomposition on the MCM-41 surface based on continuous operational conditions. In addition, one can recognize that the MG removal efficiency was reduced from 44% to 32% beyond four cycles (i.e., the experiment of regeneration possesses an attractive MCM-41 capability for reutilization since the medium reduction in the amplitude of adsorption was observed later in the subsequent cycles), but the removal percentage was not significantly altered.
Comparative study
This study deals with the investigation of MG removal from synthetic wastewater using MCM-41 in a fixed bed adsorption process because MCM-41 has a high surface area that reaches 1500 m 2 /g compared to other adsorbents. Moreover, the process has the advantage to be applied for removing more MG in the actual industrial wastewater treatment due to its capability to adapt to many-sided processes, which can reduce processing and operational costs. A comparison between this study and others was presented in Table 4 and shown that MCM-41 is a promising adsorbent to remove the MG dye at the first time in the fixed-bed column system with the maximum capacity of the MCM-41 adsorption for the MG dye was 20.97 mg/g.
Conclusions
In an uninterrupted experiment, if the bed height was increased from 2 to 6 cm, the removal percentage and time to reach breakthrough increased, and the higher capacity of adsorption was achieved at the height of 6 cm. The reduction in flow rate from 1.6 to 0.8 mL/min resulted in an increase in the time to reach the breakthrough, and it was reduced by increasing the MG solution concentration at the inlet. The experimental data confirmed an acceptable fit to the mathematic YoonNelson model of adsorption. Consequently, such a model can be utilized to evaluate the MG adsorption behavior in the continuous fixed-bed column system utilizing MCM-41. Regeneration experiments after four cycles discovered the unique MCM-41 potential for reutilization, since the scanty decrease in the amplitude of adsorption was identified in subsequent cycles.
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